
Request Request Description 

Bad Order Sends a Bad order code to TMS for the car. 

Hold Changes the car Activity Indicator in TMS to a general hold status. 

Intra Plant Requests that the railroad perform a switch from moving car(s) from 
one track to another or one spot to another. 

Out of 
Storage 

Requests cars out of storage for any car previously placed in storage 
by road in TMS. If want the car placed, will then need to request 
Placement.  Can filter in RVP to view cars in storage. 

Note: A placement request is valid for cars in storage. If want to have 
the car placed, use Place to eliminate the out of storage step. 

Place Requests that the railroad spot car(s) at customer facility. Requests are 
sent to TMS and display as configured in TMS.   

Note: Can choose to enable a feature that enable customers to request 
placement for cars in route.   

Reject Customer can reject cars prior to placement, or once spotted. The 
resulting action is dependent on TMS configuration. 

Release 
and Reload 

Releases the car and immediately puts it back on spot for reloading. 
The demurrage cycle for the inbound move is terminated at that time 
and a new cycle begins. 

Release 
Empty 

Enables customer to release car(s). The demurrage cycle for the 
inbound move is terminated at that time and a new cycle begins. Sends 
UNLD & PACT codes to TMS. 

Release in 
Same State 

Releases car in same status, typically as result of error. Sends a RLS 
code to TMS. 

Turn Requests that the railroad turn the car. 

Weigh Requests that the railroad weigh the car. 

Move Enables customer to move cars in RVP on customer tracks, and the 
move message is sent to TMS – updating car positions in TMS. 

 


